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The rear axle is of the semi-flosting type, the load being taken
by a large single row Journal ball bearing at the outer sxtremity of the
axle shaft. Bach bearing is permanently lubricated and sealed.

0il seals through which the axle shafts pass, are located on each
aide of the centre casing of the rear axle and prevent oil from the centre
eazing reaching the rear huba.

The ball besring (See Figs. 1 or 2), takes the axial load (thrust)
and the radial load. The axial olearance (end-float) between the inner and
outer races of the bearing, is from C.010" to 0.012" (0.25 to 0.30 m/m),
therefore a bearing must not be condemned unless the sxial olearance is
sporegiably in sxcess of the sbove figure,

The axis) clearance is introduced, so that under the influsnse
of hesvy side loads, the point of contact on the bells is shifted to a
greater angle thus reducing the compressive strasa.

It is negeasary to emphasise the sbove explanation regarding the
end clearandoe which is & festure of the design, as it mey otheérwise be mis-
taken for wear and a bearing therefore condemned as faulty, dus to it being
poasible to detect movement or a light thud, when the car is rocked or the
the axle Jacked up and load applied to the tyrs.

S8hould, howaver, it be found that a bearing needs replacing due to
ary abnormal oonditions, then a complete axle shaft assembly, consisting of
the following parts, would have to be fitted:-

Series 'A' & 'B Seriea 'C'
Spigot plate. L 1. Fig. 1) 12, Yig. 2}.
Bearing housing. el T I o
ddjusting piece. " i 14. "y,
Ball bearing. e i T
Spring plate. ol bt ¥
Collar, R i) i - *
Axle shaft. L et 8 21. .
Distance piece, L e gl

Fig. 1. shows a sectional view through the rear axle shaft and road
wheel ball bearing for series '"AK', "AJ', '"BH' and 'BG, and Pig. 2. snows a
sectional view through the rear axle shaft and rosd wheel ball bearing for
series 'CF', 'CD' and onwards. It should be noted that the latter type is

interohangeable with the early type and the former may be supplied as a
replacement for all series. :

The parts comprising en axle shaft assembly, are the same lor both
the right-hand and left-hand aside, with the exception of the length of the axle
shafts and the handing of the threads of the wheel atuis., The right-hand side
shaft is longer by 3.950" (100.3 m/m) than the left-hand side shaft, therefore,
should it be necessary at amy time to order an axle shaft assembly, it must
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