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INSTRUCTIONS FOR STORAGE,

EENTIEY MARK VI CAR

The success of car storage, depends upon the correct preparation
and lubrication of the wehicle, together with continuous periedic attention.

The plage of storage should be Dry, Well Ventilated and preferably
Heated.

ENGINE AND CHASSIS.

To facilitate the draining of the engine sump, gesrbox and rear axle,
the wehicle should be run for a sufficient mileage to ensure thet the cil in
thege units has becoms thoroughly warmed and fluid.

(1) Completely drain the main fuel tenk. PRun the engine to empty the
carburettera, petrol pumps and feed pipes. Remove carburetters, petrol pumps
and filters, thoroughly clean out and refit.

{2) If the coolant gystem contains anti-freeze, DO NOT DRAIN. If the
original coolant has been replaced with plein water, and there is any danger
of freezing, drain the system, or more preferably, drein and refill with a
recommended anti-fresge solution. In which case, the change should be made
before the car is laid up, or the engine sghould be run until normal opérating
temperature is reached to ensure uniform distribution of the anti-freaze
throughout the syatem,

Tha rubber connections must be carefully examined at regular
intervels and replaced if unsound.

(3) Jack up the complete wehicle to take all weight off the tyres.

Zuitable wooden blocks or trestles should be placed under each of
the lower trisngle levers in line with the coiled springs of the front
suspension, and also under the centre of sach of the rear springs, teking
care not to damsge the spring galiters.

Do not deflate tyres, but maintain a reaponable pressure. Cover
tyres to exclude light.

(4) Completely drain the engine sump, gearbox and resr axle of all »il,
ard refill to the correct level with one of the following recommended mineral
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Engine GCearbox Rear Axle

Duckham's Adeoidised NEX NEX NEFX
Ennolube Rust-Ban 603 Bust-Ban 603 Rust-Ban 603
Mobilodl Vacuum Aretie Arctic Arctic
Price's Motorine E E E
Sheall BREL 2 RFL 2 REL 2
Silvertown Speedolens Anti=-Rust O0il Anti=-Rust 0il Anti-Ruat 0il
Wekefield's Castrol Storage 0il Storage 0il Storage 0il
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