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DATEGORY 2.

GEAR BANGE LEVEHR.

AUTOMATTO GEARBOX.

The originel split-pin used to retain the pivot pin in the gear range
levrar fork was found to be of ingufficlsnt diemeter, thas allowing the pivot pin
to become detached, and & stouter pin of 044" dismeter and ,832" approximate
length was spubstituted on prodoction.

The following ¢Ars require the changing of this splift-pin, and Hetalilers
&re requeated to deal with those in their respective aresgi-

Bantley "S' Type.

E=Z=iN to B-500=iK. BF-1-AF to BE-501-AF, B-E-PA to BE=90-BA,
Silver Cloud.
SHA-2 to SWA-2R0, SXA to SEA-G9.

Bantley '"S' Continental.

BO=1=-4F t5 BO-101-AF.  BO-2-BG to BO-9-Bi.

The illuatration belcw shows the split pin in question, and the procefure
iz as follewn:i—

Blacken the two
sorews on the ocollar retaining
the Ride Conftrol Switch, and
Blide switoh cole=sr of gear
renge quadrant,

1. Bplit-pin,
2, Cperating Rod.

¥+ Fiwot Fina

Bemove ths: thres
gecuring acrews from the
bottom of the guadrant cover
together with washers and
rubbar grommoets Alsg, Tomove
the two "Allen™ porews
securing the retaining collar.
13Tt of'f cover Lo expoae pear
lever fork and spring.

Fithdraw existing
gplit-pin and replace with new
one.
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_ The Part Number of the new split-pin is UR.2B22, and Retailers should
order these from the London Bervice Sietion as required.
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ATEGORY 2.

FOULING OF THE STEERING DRAG LINE AGAINST
THE ErD: OF THE TRACE RUDG.

On eertain vight hand drive wehicles, when on full right lock, and on
lef't hand drive vehieles;, wher on full left lock, the staering drag link foula
the adjustable and of the track rod.

This ig to be rectified by removing both $rack rods and re-fitiing them
witk the adjustable ends outhbgard similar to current production practice.

Pamount the fraock vods by first dlsgconnacting the chassis lubrication
tnicng to the outer ball ping, removing the split pina in the imer ball pins,
and then the ball pin securing puts. The ball pins are then removed wlth the
Sregial Extractor FH 204

A= the outer ball pins hawe extensions for connection to the chassis
Inbripaticn spsten; they are to be removed and refitted dn the scokets of the
adfustable ends of the track rods so that they remsin in the euter positicm,
£z the bell pin heighis may vary, particulay nete must be made to keep any oil
sl rubber washers with the releveant ball pins, If the washers, which are
mede. in trs thickmesgez’ 1W0" and 2000, @re ndgd replaged, ihe oll seal will
not funotion.

The tall pins are removed simply by slackening svenly the two ZBEA
setsarewse seoiring fhe soeket end cover which will lesws the gover and ball
pin apsemblies Tres to be withdrewn.

The ball ping are re-aseembled with Skell "Retinaw" or =imilar greéase;
taking gars that the ball, which seats beitween the botiom of the ball pin and
the apring seat, iz dwn positicn. The!soskel erd covers &re to be sesled with
"Mallgeal" onpe-pgeembly, Refit the track pode with new oil geals and reconmest
the chaseis lubrinstion gystem unicna and aplit pins where. perfinent.

To identify that this modificaticn hes been incorporated, o yellow
apot ig to be marked on e left hand imner anti-roll ber braocket,

The tims peymitted forthis work to be carried out iz one hour.
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ROLLS-ROYCH SILVER CLOUD
AN D B ENTLETY L TYPFE
Farts Hequired.
1: For Reversel of Track Fod Ends.

oplit pin

{11 Seal Rubber

Qil Heal Rubber Zpring
If E.mu" thick rubber sesl washer
Eequired. 2007 thick rubber seal washer

Bpeocial Tool Reguired.
Ball Tin Extractor

Chassis Nurbers.

Bol ]_isnﬂnyce ailyer Oleud,

SWA-2 to SWA-250,

Beniley "S" Type.

SERVICE BULLETIN

Mo CB. 175
Faxt Ho. lio, 0L,

K . 4BO3/Z. 2

BF. 7553, N

UR. 1930, ks

UR. 2443, 2

UR. 2hil, z

HH, 320,

B-Z2~AN to B-500-AN. B=1-AF to B-501-AF:

Continental.

BG=1=AF to BS-101-4F,

SEBARAEE, 2/ER, . . . 28,6564

S R = =

ROLLS-ROYCE LTD, HYTHE ROAD, WILLEEDEN, LONDON, N.W.I0.

EECTIOMN

e e —

M.




SERVICE BULLET

P, E’E-E

CATHGORY 2.
ADJUSIMENT OF WHEEL LOGCK STOES.

It may be possible on certain motor cars for the steering box lock
atops to contact before the wheel lock stops, meking it possible Tor the
steering rods and levers to be distorted should fne wheels be struck when on
exlrene locks,

Where nacessary, o prevent this and aleo to ensure the correct
turning circle on extreme locks, & pecking piece is to be ingerted between
epgh side steerdng lever and stub axle so thet the extension on toe paeking
pisce interposes betws=en the yoke stop and the siub axle as illustrated.

FROCEMTHE.,

Di=connect tha steering
drag link from the steering pendilum
lever which will allow the wheels to
be ftomied independently of the
gleering oolumm.

Ine front wheels afe then
placed on two Wesver turntables in =
the stradght shead position. The ! : STEERING STOP
wheels ara then moved to extrems
left leck by hand and the angle the : PACKING PIECE
1eft wheel has traveraed is to be
noted; repeat for the right whesi
on extreme right lock.

The correct angle,
corresponding o a turning cirele
of &1 feet £ inches 95 41 degresas
plue or minus .5 degres, I the
angle exceeda this velue, packing
picoes are - available with extensicohs
of gelective thicknegses to
interpose betwesen the yoks stop and 3
stub axle to restrict the lock, If oy
the angle traversed from atraight ¥ -
ahead to sxtreme lock is betwesn
41.5 degrees and 43.5 degrees, the ,062" packing pieces are to be selected,
but Il the angle Is betwesn L 5.5 degrees pnd 45.5 deproes, the 925" packing
pleces are to be uzed,

IDE STEERING
LEVER
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The packing piece is ['iited between the side sieering lever and the
stub axle s0 that the extensich on the packing plecs interposes betwesen the
yoke ztop and gtuh exie,

: All exposed surfaces of the packing pleces are to be painted with
firgt guality chassis black after assembly, and the steering drag link is fo
be re-~connected to the steering peadulum leirer,

The "Toe—in" is then to be checked after this modification,
ensurdng thet after adjustment the central gpoke of the steering wheel is
between centrsl at the top and 30 o the léft, with the romd wheels straight
ﬂl‘tﬂ'—ﬂd*

To identify that this work has been carried gut, the yellow spot
o the left hand inner anti-roll ber bracket, showing that the modifications
indieated in the Bulleiin CH.17. have been incorporated, is to be over painted
with a red spct when the steering lock has been checked whether paclking pieces
were I'ourid necesgsTy or not.

The time permitted for this work is two hours.

MATERTAL:
062" Packing Fiece IH., RH.LOB. 1 off.
.U'E' L. Pﬂ-ﬂm Fieae TH. RH..-'+C'E'. R
125" Facking Piece LH, BH.419. 1 off.
«125" Packing Fiece FH. ERH.L20. 1 off,
CHABSIE HOR:

SWA=E to TRA-250.
B-d-Al to B=hH0U<4l7.
B=-1=AP to B-5071-AP.

BO-1-AF to BO-101-AF.

ROLLE-ROYCE LTD, HYTHE ROAD, WILLESDEN, LONDOMN, H.W.lIOL
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CATECORY 2 MODIFICATION,

MACHTNING COUNTEREGRE TO STEERING
FIMP DRIVING PULLEY,

To enaure that the gteering pump driving pulley ia clear of
the ghoulder on the steering pump shaft and that the resr face tightena
apainet the ball rece; it 1z neceszary ocn A eertain nmumber of wehloles,
t¢ machine a coimterbore in the rear of the pulley ahaft bore,

GE7T DIA

D50

4

PROCEDURE.

Slacken the steering pump belt adjusting screws and remove
the driving belt. Demount the pulley by removing the central bolt
sesuring it to the stesring pump shaft. If the rear of the pulley
bore is chamfered it is permissable to replace it, if not, modify the
pulley as illustrated end refit it to the steering pump shaf't taking
care to replace the shaft/pulley key.

ROLLE=ROYCE LTD, HYTHE ROAD, WILLESDEN, LONDON, N.W.IlD
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Refit end adjust the driving belt and tightenm until a & 1b
load applied wertically upwards to the top length midway between the
centres of the ateering pump pulley and coolant pump pulley deflects
the driving belt = distance equal to the thickdess of the belt. Tighten

To identify that this modification has been incorporated, or
that the pulley is chamfered, a spot of yellow peint is to be merked on
the front face of the pulley,

Timz allowance 2 hours.

CHASSTS NUMEERS.

All chassis with power steering to
Rolls Royee Silver Qloud - 200-20
Bentley '8' Type Saloon - B-340=D8

Bentley "8' Type Continentsl = Bo=51=BG

ROLLES-ROTLCE LTD, HYTHE ROAD, WILLESDEN, LONDORMN H.W. I
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INFUREATION.

FORER ASSISTaD SloshlNC RAM.

The sveerins ram hse been damsged on certain
Sars &s 4 result of' the Par being raised with an ordinary
Juctl poaitioned under the front suspensicn pan without
gue Dure.

Owing to ithe wvulnerability of the ram, care

must be exercised when using & jack, to pozitien it
socuralely and to avoid contsct witn the steering ram.
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