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FOR INFORMATION

FITTED SUITCASES

Instances have occurred of owners experiencing difficulty in stowing
the sets of special suitcases, The cases are designed to be stowed in the
manner illustrated in Figures 1 and 2,

The new cases are available in light and dark tan; in nine pieces for
standard cars and six pieces for cars fitted with Boot Unit Refrigeration.

Fig.1. Set of six Suitcases.

Suitcase Dimensions

2 21 in, x 15 in. x 7 in.
4 24 in. x 18 in. x 7% in.
6 16 in. x 13% in., x 6% in,
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Fig.2. Set of Nine Suitcases.

Suitcase Dimensions

1,586 24 in, x 18 in. x 7% in,

2, 38&4 21 in. x15 in. x 7 in;
8 13 in, x 13 1n. x 5% in.
7&9 16 in, x 13% in, x6% in.

To facilitate the ordering of complete sets of the Antler suitcases,
the following part numbers are specified -

RH.2112 - Set - Antler Suitcases - Light Tan - Standard Cars

RH.2113 - Set - Antler Suitcases - Dark Tan - Standard Cars

RH.2114 - Set - Antler Suitcases - Light Tan (Cars fitted with Boot

RH.2115 = Set - Antler Suitcases - Dark Tan Refrigeration Units.)
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CATEGORY 3A

MODIFIED LOCKING CAM ASSEMBLY FOR THE

LUGGAGE BOOT LID

In order to overcome jamming of the luggage boot lid, a
modified locking cam assembly has been introduced on production,
it incorporates a new cam form as shown in 'B' Figure 1,

PROCEDURE

Locking Cam Asgembly - To Renew

If both locking cam assemblies are to be renewed it is
advisable to complete one side at a time to ensure correct assembly
of the control rods.

Raise the luggage boot lid and remove the trim pad to gain
access to the lock assembly control rods.

Remove the split pin from the left-hand control rod, behind the
luggage boot handle, then withdraw the control rod clear of the back
plate.

Unscrew and remove the six screws and washers Becuring the
left-hand mounting bracket to the luggage boot lid and remove the
bracket, complete with the locking cam assembly and control rod -
care should be taken not to bend the control rod when withdrawing the
assembly.

Remove the split pin securing the cantrol rod to the locking cam
assembly: remove the control rod noting its position so that it may be
re-fitted correctly.

Remove the four screws and washers securing the locking cam
assembly to the mounting bracket and withdraw the assembly.
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