T TS SR VICE BULLETIN

No. S3/81

CATEGORY 3b

MOTIFS - BOOT LIDS - S3 CARS

APPLICABLE TO :-

All cars prior to the following chassis numbers: -

Silver Cloud III SCX. 99 except SCX. 35, 39 to 49, 55 to 67 and
75 to 95
SAZ.5, 19, 23, 37, 49, 53 and 61.

Silver Cloud III L.W.B. CAL.23

Bentley S3 B.44.CN except B.14,CN 20 to 32 and 38 to 40
BAYV, 26.

DESCRIPTION

A number of cars were not fitted with the 'Silver Cloud III' and
'S3' motifs to the luggage boot lids before they were de spatched from the
factory. These motifs should now be fitted retrospectively to customers!'
cars at their reque st working to the following instructions.

PROCEDURE

Working to the dimensions given in figure 1 for Silver Cloud III
cars and to those given in figure 2 for Bentley S3 cars, drill two holes
7/64 in. in diameter through both the outer and inner skins of the luggage
boot lid. The dimensions should be measured along the surface of the boot
lid. Open out the two holes in the inner skin with a .250 in, diameter
drill, then using a trepanning tool, further open out these holes to .750 in.
diameter. These larger holes in the inner skin are necessary to fit the
spire speed nuts and washers to the legs of the motifs. If a trepanning tool is
not available it is permissible to 'chain drill' round the centre hole and then
to file the hole to size. Remove all sharp edges. On Silver Cloud III cars
the hole in the inner skin will also pass partly through the cover of the right-
hand boot locking mechanism.
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Fig.1l. Dimensions for drilling boot lid to fit Silver Cloud III motif

1. 0.750 in. dia. hole in inner skin
2. 0.1094 in. dia. hole in outer skin
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FiE. 2. Dimensions for drilling boot 1lid to fit S3 motif

1. 0.750 in. dia. hole in inner skin
2. 0.1094 in. dia. hole in outer skin
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Before the motif can be fitted it is necessary to bend and shape
it to the contour of the boot lid. Each motif should be shaped individually
to suit its particular boot. Fit the motif and secure it in position with the
two rubber washers and spire speed nuts. It should be noted that once the
spire speed nuts are fitted it is very difficult to remove them ( a special
three-pronged tool is required) and therefore care should be taken to ensure
that the motif is correctly bent to the contour of the boot lid before the nuts
are fitted.

Fit two rubber grommets to the holes in the inner skin of the
boot lid.

MATERIAL REQUIRED

Part No. Description Quantity
UB.5175 Silver Cloud III Motif l as required
UB.5174 S3 Motif l as required
UD. 2136 Rubber Grommet 2
UB, 5152 Rubber Washer 2
UB. 5162 Spire Speed Nut 2

TIME ALLOWANCE: 1 hour.
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