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CATEGORY 3

S.U. FUEL PUMP

DESCRIPTION

Owing to a number of complaints of fuel pump failure, due mainly to contact
points eroding and becoming dirty, a modification has been introduced which
increases the service life of the contact points and consequently the pump.
This modification consists of a small condenser connected directly across
the contact points to reduce the arcing which occurs as the points break.
The present condenser fitted outside the pump for radio suppression is still
retained.

It is recommended that the modification be carried out when the car
requires a scheduled service. It is advisable when the modification is carried
out that the contact points be examined and if necessary either cleaned or
renewed.

Due to recent service experience, it is considered that fuel pump
contact points are consumable, and therefore, that the customer be charged

accordingly.

APPLICABLE TO:

All S3 cars prior to the following chassis numbers.

Bentley 53 B 304 CN
Bentley S3 L. W.B. BAL 6
Silver Cloud III SCX 513
Silver Cloud III L W B CBL 41
Bentley Continental S3 BC 160 XA

In addition to the above cars, the modification is also applicable to the
following cars.

Bentley S3
B 306 CN to B 326 CN inclusive
B 330 CN to B 348 inclusive.

B 352 CN B 370 CN B 450 CN B 452 CN B 456 CN
B 458 CN B 460 CN B 462 CN B 464 CN
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No. S3/Kl1

Silver Cloud 1Il

SCX 515 to SCX 565 inclusive.

SCX 569

SCX 573 to SCX 613 inclusive.

5CX 617 SCX 619

SCX 625 to SCX 647 inclusive.

SO 651 SCX 653

SCX 659 to SCX 669 inclusive.

S5CX bil5 SCX 677 SCX 681 SCX 689 SCx 0695 SCX 719
SCX 723 SCX 727 SEX T3 SCX 773 SEX 5 SCX 789
SCX 791 SCX 793 SCX 809 SCX 821 SCX 835 SCX B37
SCX 841 SCX 845 SCX 847 SCX 851 SCX 853 S5EX 855
SCX 859 SCX 861

Silver Cloud Il L. W.B.

CBL 45 CBL 49 CBL 51 CBL 53 CBL 57

PROCEDURE

Disconnect the battery.
Remove the fuel pumps.
Examine the contact points. If these are badly pitted or worn. a new

set should be fitted. [t should be noted when re-assembling the pump that the
diaphragm settings from the toggle-over position should be as follows:

Part number Setting
UD. 1327 6 holes
UD.8137 8 holes
UD.8737 8 holes

[t should also be noted, that when refitting the coil housing, the number
on the identity label should be altered to read AUA 149.

If the points are only slightly worn, they can be cleaned effectively using
a fine carborundum stone. Extreme care should be taken when cleaning the points,
as the Tungsten layer on the points is only 0.025 in. thick.

No attempt should be made to remove pitting, as this will only reduce
service life.
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Condenser - To fit

Remove the screw which secures the earth wire of the contact breaker rocker
arm.

Fit the spring clip (CD.3421) to the end moulding, securing it with the
screw. It should be noted that the earth wire should be fitted directly under the
head of the screw, and that the spring clip should be fitted between the earth
wire and the 'Thackray’ washer. Insert the condenser (CD.3422) into the spring
clip.

Slacken the screw which secures the spring blade of the contact set.

Insert the spade terminal of the condenser lead between the washer and
the contact breaker main feed connection, then retighten the screw ensuring
that the contact points make full face contact.

Fit the special end cover (CD.3423).

Seal the end cover to the coil housing with a length of plastic self-
adhesive tape.

Refit the fuel pumps to the car and connect the battery.

SERVICING PROCEDURE

Every 24,000 miles

On fuelpumps fitted with the additional condensers, the contact points should
be renewed.

MATERIAL REQUIRED

Description Part number Quantity
Clip CD. 3421 2
Condenser CD. 3422 2
Cover CD. 3423 2
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